
Bench-by-bench temperature control
Heat2O™ Under-Bench Fin distributes heat through natural 
convection that radiates through the plants. Hot water circulates 
through an arrangement of aluminum fins under the bench at 
temperatures up to 230°F, providing a canopy of heat that 
envelops the soil, roots and foliage of the crop.

UBF heat can be customized to create bench-by-bench 
temperature zones within the same greenhouse. Engineered 
for performance, lightweight material and rugged construction 
make installation and configuration easy.

Heat2O
™ Under-Bench Fin Heat

Targeted Heat for Healthier Plants

 
UBF advantages:

• �Lightweight aluminum fin hangs from benches 
without special support.

• �Rugged construction can be supported on  
12' centers.

• �External coupling assembly is easy to install and 
provides even and consistent temperatures without 
restricting flow. 

• �Heat2O™ UBF twist coupler tool included.

• �No Tek screws required to hold material together.

• �Aluminum return loops make installation rigid, 
eliminating rubber hose required for loops.

• �Special twist-in barb connection to mainlines using 
a minimal hose connection.

• �Quick response time due to low water volume.

Customize Your Heat2O™ System
Whether you need UBF components or a complete system, 
Stuppy gives you flexibility for your growing method. A 
complete UBF heating system includes all the equipment  
you need: the aluminum UBF, boiler, boiler accessories, 
water treatment and a digital controller.



Specifications 
UBF radiating materials will arrive in the following components, manufactured by Stuppy Greenhouse:

• �Heat2O™ UBF 7/8" OD aluminum tube with two integral fins 
that run parallel to the tube. Overall material height is 3 3/8". 
The top “wave” fin is 1 15/16" tall, which produces greater 
BTU outputs due to length and shape. The bottom fin is 
9/16" tall. The ends of each fin tube length are prepared to 
accept the provided Heat2O™ UBF twist-in coupler.

• �Each return loop is Heat2O™ UBF material bent to size 
based on required spacing.

• �A special barb connection made of the 7/8" UBF material 
connects to main lines.

• �Coupling is an external twist-in style with four high 
temperature “O” rings rated for -60°F to 230°F. Locking 
clips included. Maximum pressure rating is -100PSI at 
230°F. Coupler patent pending.

• �Stainless steel jack chain to hang UBF material.
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Good to know.

Contact our experienced Sales Team to learn how Heat2O™ Under-Bench Fin heat can be customized for your operation.

UBF Assembly

UBF Loop

Aluminum Fin  
Cross Section

Heat2O™ UBF Hydronic Heat

Heat2O™ UBF BTU Output Ratings

Temperature 130°F 140°F 150°F 160°F 170°F 180°F

BTU/HR/LNF 181.8 198.86 245 272 300 350

GPM 4 4 4 4 4 4

MADE IN THE USA
Heat2O™ Hydronic Heat is 
engineered and manufactured  
right here in the USA.

BTU output ratings are based on in-house engineer testing. Results may vary based on growing conditions, environment and product application.


